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Technical Assistance 
20149 Milano - via Correggio, 3 

Tel. +39 02 48011962 - Fax +39 02 48012242 
Internet: http://www.leca.it 

e-mail: infoleca@leca.it 
 
 

Production Plants 
43045 Rubbiano di Solignano (PR) 

Tel. +39 0525 4198 - Fax +39 0525 419988 
e-mail: laterlite@leca.it 

86021 Bojano (CB) - Contrada Popolo 
Tel. +39 0874 772900 - Fax +39 0874 787532 
e-mail: laterlite.cb@leca.it 

 
66050 Lentella (CH) - Contrada Coccetta, 1  

Tel. +39 0873 321157 - Fax +39 0873 321146  
e-mail: laterlite.ch@leca.it 

94100 Enna - S.S. 192 km 12,500 - Z.I. Dittaino 
Tel. +39 0935 950002 - Fax +39 0935 950020 
e-mail: laterlite.en@leca.it 

 

DECLARATION OF PERFORMANCE 

Regulation (EU) n. 305/2011 

No. 0011 

1. Unique identification code of the product-type: 0011 – Laterlite PR 

2. Type, batch or serial number or any other element allowing identification of the construction product as 
required pursuant to Article 11(4): 
in case of packaged material the batch number and / or the date of production are printed on the 
packaging 

3. Intended use or uses of the construction product, in accordance with EN 14063-1:2005 

Thermal insulation materials and products - In-situ formed expanded clay lightweight aggregate 
products (LWA) - Part 1: Specification for the loose- fill products before installation. 

4. Name and contact address of the manufacturer: 

LATERLITE S.p.A. 

Via Vittorio Veneto, 30 

43045 Rubbiano di Solignano (PR) - Italy 

Factory: Rubbiano di Solignano (PR) 

5. Not applicable 

6. System of assessment and verification of constancy of performance of the construction product: 3 

7. Not applicable 

8. Not applicable 
 

Charachteristic Laterlite Laterlitepiù Termopiù   

0/2 2/3 3/8 8/20 0/2 0/4 2/3 3/8 8/20 10/20   

Essential 
characteristics 

Performance 
Harmonised 
technical 
specification 

Particle size (mm) 0/3 1/5 4/10 8/20 0/3 0/5 1/5 4/10 8/20 8/20  

EN 14063-1 Loose bulk density (kg/m3) 560 440 350 320 560 520 440 350 320 300  

Suction height (m) ≤ 0.15 ≤ 0.03 

Reaction to fire A1 Decision 

2000/605/EC 

Thermal conductivity (W/mK) 0.12 0.10 0.09 0.09 0.12 0.12 0.10 0.09 0.09 0.09  EN 14063-1 

 

9.  The performance of the product identified in points 1 and 2 is in conformity with the declared 
performance in point 9.  
This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4. 

Signed for and on behalf of the manufacturer by: 

      Eng. Massimo Nicolosi, Quality Manager  

Rubbiano, 1 luglio 2013     


